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UK Office
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http://www.asco.com/ASCO Asset Library/Solenoid Valves-3_2-Miniature Valves-188-CAT-00217GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-3_2-Miniature Valves-188-CAT-00233GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-2_2-Plastic body-302-CAT-00107GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-3_2-Miniature Valves-302-CAT-00075GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-2_2-3_2-Miniature Valves-630-CAT-00214GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-3_2-Brass-Stainless Steel-body-356-CAT-00067GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-3_2-General Service-189-banjo-CAT-00216GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-3_2-General Service-189-CAT-00420GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-3_2-General Service-190-CAT-00421GB.pdf
http://www.asco.com/ASCO Asset Library/Solenoid Valves-3_2-General Service-192-CAT-00422GB.pdf
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COIL CHARACTERISTICS
All coils are designed to operate at 15% or 10% below the nominal voltage (Un) and at 10% above the nominal voltage (Un). [Applicable 
standards: IEC 335, EN 60730- 1, UL 429]

The coils are rated for continuous duty within the maximum ambient temperature limits (100% ED).

CATALOGUE NUMBERS OF REPLACEMENT COILS

solenoid valve
series

coil type
alternating current , AC (~) 50 Hz direct current , DC (=)

24V 48V 115V 230V 240V 12V 24V 48V 110V

189
C22A�-�2,5�W 43004416 () 43004417 () 43004419 () 43004422 () 43004423 () 43004149 43004166 43004167 43004168

C22�-�2,5�W�(M12) - - - - - - 43005523 - -

189 banjo CM22(1)-�2,5/3W 400127-081 () 400127-085 () 400127-098 
(115V/50-120V/60) 400127-097 () 400127-091() 400904-541 400904-542 400904-544 400904-548

356 (1/8) CM22-4W/6,9W F 400127-181 () 400127-185 () 400127-181
(115V/50-120V/60) 400127-197 () - 400127-141 400127-142 400127-144 400127-148

356 (1/4) CM25-5W/5W F 400727-181 () 400727-185 () 400727-118
(115V/50)

400727-117
(130V/50) - 400727-181 400727-185 400727-118 400727-117

190
C25A�-�3W 43004469 43004473 43004471 43004472 - 43004469 43004473 43004471 43004472

C25�-�3�W�(M12) - - - - - - 43005525 - -

192
C30A 43005604 () 43005611 43005617

(115V/50-120V/60) 43005627 - - 43005642 - -

C30�(M12) - - - - - - 43005664 - -

(1) For high reliability in humid exterior environments
 ()Bifrequency 50/60 Hz.

CM22-2,5/3W COIL  
with connector

Example:
series 356 (1/8)

C22 COIL  
with M12 connection

Example:
series 189

CM25-5/5W COIL  
with connector

Example:
series 356 (1/4)

C25 COIL  
with M12 connection

Example:
series 190

C30A COIL  
with connector

Example:
series 192

C30 COIL  
with M12 connector

Example:
series 192
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http://www.asco.com/ASCO Asset Library/Solenoid Valves-3_2-4_2-General Service-302-304-CAT-00316GB.pdf
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