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PRESSURE SWITCH
G 1/8

Series

PS24

GENERAL
   FLUID : Air, water, alkali, brake liquid, ammonia,
   ethylene glycol, silicone, ketone 
MAX. FLUID TEMPERATURE  : 120 °C
ANTICIPATED MIN. CYCLES    : 1 million
PROTECTION CLASS   : IP 65
HYSTERESIS    : 15 to 30 % of setting value

SPECIFICATION
WEIGHT    : 180 gr max.
CASE      : Anodized aluminium
THREADED FITTING   : Passivated AVP steel
DIAPHRAGM    : EPDM
CONNECTOR    : 30 mm DIN EN 175301-803    
      (old DIN 43650) Form A

ELECTRICAL CHARACTERISTICS
MAX. SWITCHED VOLTAGE  : 250 VAC
MAX. SWITCHED CURRENT  : 5 (1) A

Thread     R
Setting
range
(bar)

Tolerance at 20 °C
Static pressure max. 

(bar)
Order Code *

1/8 0.2-1 ± 0.1 100 PS2420231
1/8 1-5 ± 0.3 100 PS2420232
1/8 1-16 ± 0.5 150 PS2420233
1/8 10-50 ± 2 150 PS2420234

*delivered with connector
 

Adjustment screw

Fixed part

Rotating part 360 °
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UK Office
5 Caulside Drive, Antrim, BT41 2DU
United Kingdom
TEL: +44 (0) 289448 1808
www.valves-direct.com

European Office
Unit 6, Saint Anthony’s Business Park, Ballymount Road, D22 VW95
Ireland
TEL: +353 (0) 1 4373653
www.valves-direct.com

Pneutrol International Limited sales@pneutrol.com

mailto:sales@pneutrol.com
http://www.a-pdf.com/?tr-demo

