
ANTI-CORROSIVE CYLINDERS 
Ø 12 to 25 mm - double acting

ISO 6432-CETOP-AFNOR

Series

435
Type

CIX
NS

FEATURES
These cylinders are designed for use in corrosive environments:

• chemical, salty or humid atmospheres
• food processing industry (dairy and meat industries): high resistance to lactic 

acid and bactericidal sprays.

GENERAL
Detection Equipped for magnetic position detectors
Fluid Air or neutral gas, fi ltered, lubricated or not
Operating pressure 10 bar max.
Ambient temperature -10°C to +70°C
Standards ISO 6432-CETOP RP 52 P-AFNOR NF E 49030

CONSTRUCTION
Barel  Stainless steel AISI 304 L 
Rod  Stainless steel AISI 304 L 
Front or rear covers  Stainless steel AISI 304 L
Neck nut  Stainless steel AISI 304 L 
Rod nut  Stainless steel AISI 304 L  
Piston  Brass, POM (polyacetal) and light alloy  
Piston seal  NBR (nitrile) 
Head seal  FPM (fl uoroelastomer) 
Bearing  Acetal resin lubricated 
Dismounting  Cannot be dismounted  
Cushioning  Elastic

SPECIFICATIONS

Ø
(mm)

stroke
(mm)

Single Rod Through rod connection
Øcatalogue

number
reference

catalogue
number

reference

12

25 43500574  CIX 12 NA 25-DM - -

M5
50 43500575  CIX 12 NA 50-DM - -
80 43500576  CIX 12 NA 80-DM - -

100 43500577  CIX 12 NA 100-DM - -
to be defi ned 43550591 . . . . (1)  CIX 12 NA ...-DM 43550707 . . . . (1)  CIX 12 NA ...-DM - T2

16

25 43500578  CIX 16 NA 25-DM - -

M5
50 43500579  CIX 16 NA 50-DM - -
80 43500580  CIX 16 NA 80-DM - -

100 43500581  CIX 16 NA 100-DM - -
to be defi ned 43550592 . . . . (1)  CIX 16 NA ...-DM 43550708 . . . . (1)  CIX 16 NA ...-DM - T2

20

25 43500582  CIX 20 NA 25-DM - -

G 1/8
50 43500583  CIX 20 NA 50-DM - -
80 43500584  CIX 20 NA 80-DM - -

100 43500585  CIX 20 NA 100-DM - -
to be defi ned 43550593 . . . . (1)  CIX 20 NA ...-DM 43550709 . . . . (1)  CIX 20 NA ...-DM - T2

25

25 43500586  CIX 25 NA 25-DM - -

G 1/8

50 43500587  CIX 25 NA 50-DM - -
80 43500588  CIX 25 NA 80-DM - -

100 43500589  CIX 25 NA 100-DM - -
160 43500590  CIX 25 NA 160-DM - -

to be defi ned 43550594 . . . . (1)  CIX 25 NA ...-DM 43550635 . . . . (1)  CIX 25 NA ...-DM - T2
(1) Indicate stroke (in mm)
MOUNTINGS

Ø
(mm)

catalogue number

front or rear 
fl ange

feet MS 3
(per unit)

rear 
trunnion

female rod clevis
ISO 8140
RP 102 P

neck nut

12
43900246 43900248 43900250 43900252 43900255

16
20

43900247 43900249 43900251
43900253

43900256
25 43900254

Each cylinder is delivered with a rod nut and neck nut.
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ANTI-CORROSIVE CYLINDERS TYPE CIX - SERIES 435
DIMENSIONS

OPTIONS
• Others strokes on request
• Double crossbar for Ø 16-20-25 mm (stroke max. 300 mm)

DIMENSIONS (mm), WEIGHT (kg)   
BARE CYLINDER (delivered with neck nut).

SINGLE 
ROD CY-
LINDER

T   +  1

ZB +  1

XC +  1

PJ +  1

F   +  1

AM

Y

WH

BF

S

BC

Ø EE

Ø BE
Ø MM
Ø KK
Z  3

Ø CD
Ø BE

Ø EE

D

Ø
 B

E

EW

B

BC

L

E
W

L

EW

BC

WH +  1F1 +  1WHAM AM

PK +  1

ZM +  2

DOUBLE 
ROD CY-
LINDER

Ø AM B BC Ø BE BF CD D EE EW F F1 Ø KK L MM PJ PK S T WH

12 16 22 14 M16x1,5 14 6 H11 20,5 M5 12 d11 48 - M6x1 9 6 34 - 3 100 22

16 16 22 14 M16x1,5 14 6 H11 20,5 M5 12 d11 54,5 55,5 M6x1 9 6 40,5 41 3 106,5 22

20 20 31 17,5 M22x1,5 17,5 8 H11 29 G1/8 16 d11 63,5 68 M8x1,25 12 10 46,5 51 4 125 24

25 22 31 17,5 M22x1,5 17,5 8 H11 29 G1/8 16 d11 68,5 68,5 M10x1,25 12 10 51,5 51,5 5 136 28

Ø XC Y Z ZB ZM
weight

4 5

12 75 29 10 84 - 0,150 0,090

16 81,5 29 10 90,5 99,5 0,200 0,100

20 95 32,5 13 105 116 0,300 0,160

25 104 36,5 17 114 124,5 0,400 0,200

4  Cylinder weight with 0 mm stroke

5  Weight to be added per additional 100 mm length

1  Stroke

2  2 x stroke

3  Across fl ats
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ANTI-CORROSIVE CYLINDERS TYPE CIX - SERIES 435
MOUNTINGS

MF

YT
F

U
F

=
=

=
=

UR
= =

AM

MF

W

ZF +  1

2 Ø FB

FOOT(S) MOUNTING - MS3
Foot(s) mounting are supplied in single units, not in pairs.

TR
= =

US
= =

U
F

1

N
H

/A
H

M
F

2 Ø AB

AU

SA' +  1XS

AM AO

SA +  1

XA +  1

LA +  1

1  Stroke

DIMENSIONS (mm), WEIGHT (kg)   
FRONT OR REAR MOUNTING FLANGE

Ø AM AO AU Ø AB
Ø FB XA LA MF NH

AH SA SA' TF TR UR UF UF1 US W XS Y ZF

12 16 6 14 5,5 84 90 4 20 76 28 40 32 30 52 32 44 18 32 22 74

16 16 6 14 5,5 90,5 96,5 4 20 82,5 34,5 40 32 30 52 32 44 18 32 22 80,5

20 20 9 17 6,6 104,5 113,5 5 25 97,5 39,5 50 40 40 66 45 54 19 36 31 92,5

25 22 9 17 6,6 113,5 122,5 5 25 102,5 44,5 50 40 40 66 45 54 23 40 31 101,5

Ø
weight

front or rear fl ange foot

12 0,020 0,050

16 0,020 0,050

20 0,040 0,100

25 0,040 0,100
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European Office
Unit 6, Saint Anthony’s Business Park, Ballymount Road, D22 VW95
Ireland
TEL: +353 (0) 1 4373653
www.valves-direct.com
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ANTI-CORROSIVE CYLINDERS TYPE CIX - SERIES 435
MOUNTINGS

DIMENSIONS (mm), WEIGHT (kg)   
REAR TRUNNION MOUNTING

UA

FA +  1

B
H G

L

G
C

= =

UB
= = 2 Ø FB

AM

GG

GA
EA +  1

X

ω

α

FEMALE ROD CLEVIS - ISO 8140 - RP 102P  NECK NUT

KV KW

Ø BE

E max.

Ø CK H9/d10 AV

LE

CE

K C
M

C
L

Ø
 K

KER max.

1  Stroke

Ø AM AV Ø BE BH CE Ø CK CL CM E EA ER FA FB GA GC GG GL K Ø KK

12 16 12 M16x1,5 27 24 6 12  6 +0,4
  +0,1 33,5 72,5 9,5 93 5,5 25 3 16 34 16,5 M6x1

16 16 12 M16x1,5 27 24 6 12  6 +0,4
  +0,1 33,5 79 9,5 99,5 5,5 25 3 16 34 16,5 M8x1

20 20 16 M22x1,5 30 32 8 16  8 +0,5
  +0,15 45 91 13 117 6,6 32 4 20 40 22 M8x1,25

25 22 20 M22x1,5 30 40 10 20  10 +0,5
  +0,15 56 100 16 126 6,6 32 4 20 40 26 M10x1,25

Ø
weight

rear trunion female clevis nut

12 0,050 0,020 0,010

16 0,050 0,020 0,010

20 0,080 0,050 0,010

25 0,080 0,100 0,010

Ø KV KW LE UA UB X α ω

12 19 4 12 25 18 13,5 50° 180°

16 19 4 12 25 18 13,5 47° 180°

20 27 5 16 32 24 16 8° 168°

25 27 5 20 32 24 16 8° 168°
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