
SPOOL VALVES
solenoid air operated

ISO 15407-1 - VDMA 24563 subbase-mounted body
integrated pilots

5/2-5/3
Series

538
Type

ISO size 02 (18 mm)

GENERAL
Fluid	 	 Airorneutralgaz,filtered,lubricatedornot
Operating pressure  1,5to8bar
Ambient temperature	 	 +5°Cto+50°C
Flow (Qv at 6 bar)	 	 500l/min(ANR)
Base  ISO15407-1-VDMA24563
Subbase	 Singleorjoinablesubbases

CONSTRUCTION
SPOOL VALVES
Body	 Lightalloy
End covers POM(polyacetal)
Internal parts	 Stainlesssteel,lightalloy,POM(acetalresin)
Seals	 NBR(nitrile)
PILOT
Coil and iron circuit	 Encapsulated
Electrical equipment ConformingtoNFC79300standard
Seals	 NBR(nitrile)

ELECTRICAL CHARACTERISTICS

voltages consumption insulation
class

protection
degree electrical connection

~ 24V,115V-50/60Hz 1,4VA(1,1W)
F IP65

spadeplugsize15connector,
DIN43650,9,4mm,industrystandardB,

rotatableby90°= 12V,24V 1W

SPECIFICATIONS

function
symbol

operators
solenoidairoperated

pilot(14)

return(12)

catalogue number

24V~ 115V~ 230V~ 24V=

5/2

1214 24

5 31

differential
return

53800006 53800007 53800008 53800009

1224

5 31

14

solenoidairreturn 53800010 53800011 53800012 53800013

5/3

1224

5 31

14
pressureheld

W1
53800014 53800015 53800016 53800017

1224

5 31

14
pressureapplied

W2
53800018 53800019 53800020 53800021

1224

5 31

14
pressurerelease

W3
53800022 53800023 53800024 53800025

OPTIONS
•	 Materialandsolenoidpilotvalveforuseinpotentiallyexplosive atmospherescausedbygasesordusts-ATEXdirective94/9/EC
	 (consultourATEX-X019catalogue)

SUBBASES :seepage3
DIMENSIONS:seepage3
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SPOOL VALVES
solenoid air operated

ISO 15407-1 - VDMA 24563 subbase-mounted body
CNOMO pilots, size 15

5/2-5/3
Series

538
Type

ISO size 02 (18 mm)
FEATURES

•	 The different electrical connections (DIN or metal M12) and low power consumption 
of the standard pilots allow the valves to be used in a variety of applications.

GENERAL
Fluid	 	 Airorneutralgas,filtered,lubricatedornot
Operating pressure  1,5to8bar(withinternalsupplytopilot)
  0to+8bar(withexternalsupplytopilot)
Ambient temperature	 	 +5°Cto+50°C
Flow (Qv at 6 bar)	 	 500l/min(ANR)
Base  ISO15407-1-VDMA24563
Subbase	 	 Singleorjoinablesubbases

CONSTRUCTION
SPOOL VALVES
Body	 Lightalloy
End covers POM(polyacetal)
Internal parts	 Stainlesssteel,lightalloy,POM(acetalresin)
Seals	 NBR(nitrile)
PILOTS (seepageP502B)
Solenoidvalves3/2NC,series 302,padmountingISO15218(CNOMOE06.36.120N,size15)

ELECTRICAL CHARACTERISTICS
voltages consumption insulation

class
protection

degree electrical connection
~ = ~ =

24V,115V 12V,24V 1,2VA 1,1W
F IP65

spadeplugsize15connector,
DIN43650,9,4mm,industrystandardB,

rotatableby90°230V 24V 1,6VA 1,5W

- 24V - 0,65W F IP67 M12connection+LEDandprotection

SPECIFICATIONS

function
symbol

operators
solenoidairoperated

pilot(14)

return(12)

pilot pressure
(bar)

2 catalogue numbers
spool valve + solenoid valve

quantityandcat.n°

min. max.
without

manualtesters
with connector size 15

or M12 connection (W) (M)

5/2

1214 24

5 31

differential
return

1,5 8 53890026 + 1x
30211109 (T15)
30211110 (T15)
30211121 (T15)
30211122 (T15)

30212106 (M12)
30212107 (M12)

1,1
1,1
1,5
1,5

0,65
0,65

▼
●
▼
●

▼
●

1224

5 31

14

solenoidairreturn 1 8 53890027

+ 2x

5/3

1224

5 31

14
pressureheld

W1
1,5 8 53890028

1224

5 31

14
pressureapplied

W2
1,5 8 53890029 to see our 

complete range
of pilot 302

(P502B)
1224

5 31

14
pressurerelease

W3
1,5 8 53890030

(M)Typeofmanualoperatoronpilot(s)●:maintained▼:impulse
When ordering,pleasespecifyinadditiontothebasicsolenoidvalvecataloguenumber:
	 -thetypeofcurrent:voltage/frequencyofthesolenoidvalve
	 -tobeinsertedafterthebasicsolenoidvalvecataloguenumber:--A(~)or--D(=)
Examples:53890026+1 x 30211109--D24VDC
	 	 53890027+2 x30211121--A230VAC

OPTIONS
•	 Materialandsolenoidpilotvalveforuseinpotentiallyexplosive atmospherescausedbygasesordusts-ATEXdirective94/9/EC
	 (consultourATEX-X019catalogue)

PILOTINGSUPPLY
Thespoolvalveisequipedwithsealswhichalloweither:	
-internalsupply(markINT)
-externalsupply(markEXT)
Externalsupplyallowsuseofthismaterialforfluidsfrom0to8bar
The equipment is supplied with internal supply (mark INT)

IN
T

EX
T

IN
T

EX
T

External supply (EXT)Internal supply (INT)
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SPOOL VALVES ISO 02 - SUBBASES - DIMENSIONS
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DIMENSIONS (mm), WEIGHT (kg)

Spool valve with integrated pilots on single subbase
n°

ports
Ø 

ports
1-3-5 G1/8
2-4 G1/8

12-14 M5

weight
spoolvalve+subbase

with1pilot with2pilots

0,200 0,250

24

5 1 3

14 12

8,
5 15

8,
56

23

= =
31,5

40
= =

==
17,5

10
7

57

14

58
= =

66
= =

26
=

=

Ø4,4

170 (5/2)
179 (5/3)

35

85

1

85 (5/2)
94 (5/3)

24

5 1 3

14 12

8,
5 15

8,
56

23

= =
31,5

40
= =

==
17,5

163 (5/2)
173 (5/3)

35

78

50

14

58
= =

66
= =

26
=

=

Ø4,4

81,5
81,5 (5/2)
91 (5/3)

Viewfrombelow

Spool valve with subbase mounted pilots on single subbase
n°

ports
Ø 

ports
1-3-5 G1/8
2-4 G1/8

12-14 M5

weight
spoolvalve+subbase

with1pilot with2pilots

0,220 0,300

Viewfrombelow

Pilotwithconnectorsize15.
ForconnectorM12seepageP502B-4.

1

Amountingprincipleofaplugset:thisdeviceallowsjoinablesubbases
to be suppliedwith 2 different pressure inlets.

5

1

3
P2

5

1

3
P1

2,5 mm

SUBBASES

subbase size connection description
port connection catalogue

number1-3-5 2-4 12-14

singlesubbase ISO02 side subbase G1/8 G1/8 M5 35500525

joinable
subbases

ISO02 side

subbase - G1/8 M5 35500527

setof2endplates G1/4 - - 88135539

set of 3 plugsonmainpressure (1) andexhausts (3-5)
for 2 different pressure supplies (seebellow) 88135541

blankingplatetocoverinterface 88100358

JoinablesubbasesISO02canbemountedonsymmetricalEN50022
profilewithhexagonscrews.

Spoolvalves
withsubbasemoun-
tedpilotsonjoinable
subbases
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SPOOL VALVES ISO 02 - DIMENSIONS

DIMENSIONS (mm), WEIGHT (kg)

Spool valve with integrated pilots on joinable subbases

number of 
subbases

dimension weight

A B spoolvalve+2pilots
+subbases+endplates

3 66,5 94 1,100
4 85,5 113 1,390
5 104,5 132 1,680
6 123,5 151 1,970
7 142,5 170 2,260
8 161,5 189 2,550

+1 +19 +19 +0,290

5 3

= =

1

75

95

67

40

5

18 25

170 (5/2)
179 (5/3)

35

85

25

7,5

11
,5

18
,5

19
19

19
18

,5

13
,7

A B

13
,7

19

42

42

42

12
12

12

14
14

14

36,5

38

38,5

= =

85 (5/2)
94 (5/3)

Subbasesmounting:2Ø5,3
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DIMENSIONS (mm), WEIGHT (kg)

Spool valve with subbase mounted pilots on joinable subbases

42

170 (5/2)
179 (5/3)

25

7,5

11
,5

13
,7

A B

13
,7

18
,5

19
19

19
18

,5

85

12

42

12

42

12
14

14
14

19

5 3

= =

75

5

18

25

36,5

38

38,5

12
4

67

40

35

2 x Ø5,3
= =

1

85 (5/2)
94 (5/3)

1

1 	Pilotwithconnectorsize15.
	 ForconnectorM12seepageP502B-4.	

number of 
subbases

dimension weight

A B spoolvalve+2pilots
+subbases+endplates

3 66,5 94 1,260
4 85,5 113 1,600
5 104,5 132 1,940
6 123,5 151 2,280
7 142,5 170 2,620
8 161,5 189 2,960

+1 +19 +19 +0,340

SPOOL VALVES ISO 02 - DIMENSIONS
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