
FEATURES
• The monostable spool valves in conformity with IEC 61508 Standard (2010 

route2H version) have TÜV (551 series) and EXIDA (551-553 series) certified 
with integraty levels: SIL 2 for HFT = 0 / SIL 3 for HFT = 1

• Series 551 versions according to ATEX 94/9/EC, for zones 0, 1 and 2 and series 
553 air-operated versions for zones 1 and 2

•	 All the exhaust ports of this spool valve are connectable, providing better 
environmental protection, particularly recommended for sensitive areas such as 
clean rooms, and applications in the pharmaceutical and food processing sectors

•	 The valve offers environmental protection against the ingress of liquids, dusts or 
any other foreign matter (environmentally-protected construction)

• The solenoid valves satisfy all relevant EC Directives

GENERAL
Differential pressure 2-10,4bar[1bar=100kPa]
Flow (Qv at 6 bar)	 1/4=860l/min(ANR)
	 1/2=3000l/min

fluids () temperature range (TS) seal materials ()
air,inertgas,filtered -40°Cto+60°C VMQ(silicone)+PUR(polyurethane)

MATERIALS IN CONTACT WITH FLUID
() Ensure that the compatibility of the fluids in contact with the materials is verified
 Air operated CNOMO solenoid (pilot) interface
 (Series 551-553) (Series 551) 
Body, end covers Stainlesssteel,AISI316L	 Stainlesssteel,AISI316L
Spool valve internal parts	 Stainlesssteel,POM	 Stainlesssteel,POM
Seals	 NBR	 NBR
Pilot internal parts -	 Size30(E06.05.80N),

refertocataloguepages:
314/LPKFpilot(contact
us)and195pilot(LISC)

AIR OPERATED SPECIFICATIONS

pipe
size

orifice
size

flow
coefficient

kv

operating pressure
differential (bar)

prefix
optional

basic
catalogue
numbermin.

max. (PS)

air ()
() (mm) (m3/h) (l/min) ~ =

Pilot air operated - spring return (monostable)
1/4 6 0,75 12,5 2 10 10 - 551A113 (1)

1/2 13 2,49 41,5 2 10 10 - 553A113 (1)

Pilot air operated and return (bistable)
1/4 6 0,75 12,5 2 10 10 - 551A114
1/2 13 2,49 41,5 2 10 10 - 553A114

CNOMO SOLENOID (PILOT) INTERFACE SPECIFICATIONS

pipe
size

orifice
size

flow
coefficient

kv

operating pressure
differential (bar) power 

level

prefix optional solenoids
basic

catalogue
numbermin.

max. (PS) ATEX/IECEx
air () Exd Exia

() (mm) (m3/h) (l/min) ~ = ~/= (2) LISC
Solenoid air pilot operated - spring return (monostable)

1/4 6 0,75 12,5 2 10 10 BP l - 551A213 (1)

1/4 6 0,75 12,5 2 - 8 LP - m 551B213
Solenoid air pilot operated and return (bistable)

1/4 6 0,75 12,5 2 10 10 BP l - 551A214
1/4 6 0,75 12,5 2 - 8 LP - m 551B214

	 Select8forNPTANSI1.20.3orselectGforISOG(228/1)   ●AvailablefeatureAvailablefeatureinDConly.
	(1)	CertifiedIEC61508FunctionalSafetydata,usesuffix"SL".(2)314/LPKF:Contactus
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PREFIX TABLE
prefix

description
powerlevel

1 2 3 4 5 6 7 UP LP RP BP
(4)Flameproof with pilot 314/LPKF, aluminium (EN 60079-1 / 60079-31)* - - - l

L I S C Intrinsically safe, pilot 195, ATEX (EN/IEC 60079-11+26, 61241-11)* - m - -

SUFFIX TABLE
suffix

description
powerlevel

1 2 3 4 5 6 7 UP LP RP BP
G D Non-electrical, 1 GD c (551)/ 2 GD c (553), gas/dust (EN 13463-5) - - - -

M S Screw type manual operator (3) - - - l
S L Certified IEC 61508 Functional Safety data (1) - m - l

OPTIONS & ACCESSORIES

series
pipe
size

stainless steel  
exhaust protector

G NPT
551 1/8 34600418(2) 34600482(2)

551 1/4 34600419(2) 34600483(2)

553 1/2 34600479(2) 34600479(2)

	l	 Availablefeature
	m	 AvailablefeatureinDConly
-	 Notavailable
	*	 ATEXsolenoidsarealsoapprovedaccordingtoEN13463-1(nonelectricalvalves)
	(1)	 NottousewithMSsuffix
	(2)	 Providedwith"SL"suffix
	(3)	 NottousewithLISCprefix
	(4)	 314/LPKF:Contactus

SERIES 551-553

PRODUCT SELECTION GUIDE
STEP1
Selectthefluidtemperaturerangeand
sealmaterialfromthegeneraltable
onpage7.Selectbasiccatalogue
number,includingpipethreadidenti-
ficationletter.Refertothespecifica-
tionstablesonpage7.
Example : G551B213

STEP2
Selectprefix(combination).Selectthe
appropriateoperatorfromthetables
onpage7.Selectforthisoperatorin
theelectricalcharacteristicstableon
page9:thepowerlevel(LP,BP),the
typeofelectricalenclosureprotection
andthedesiredtemperatureclass.
Warning: Theambienttemperature
rangeofyourapplicationmaynot
exceedthetemperaturerangeofyour
operator.
Airoperatedversion,doesnotuse
prefix.
Example : LISC

STEP3
Selectsuffix(combination)ifrequired.
Refertothesuffixtable,respectthe
indicatedpowerlevel.
GDsuffixavailableforairoperated
versiononly(donotusemanual	
operatorsuffix).
Example : -

STEP4
Selectvoltage.
Refertostandardvoltagesonpage15.
Example : 12..24 V

STEP5
Finalcatalogue/orderingnumber.
Example :
LISC G551B213 12..24 V

ORDERING  EXAMPLES:
LISC G 551B213 12..24V / DC
LISC G 551B214 12..24V / DC

G 551A113
G 551A113 GD
G 551A113 GDSL
G 551A114
G 553A113
G 551A114 GD

prefix

pipethread voltage

basicnumber suffix
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SERIES 551-553

EXPLANATION OF TEMPERATURE RANGES OF SOLENOID VALVES
Valvetemperaturerange Thevalvetemperaturerange(TS) isdeterminedbytheselectedsealmaterial,thetemperature

rangeforproperoperationofthevalveandsometimesbytheuid(e.g.steam)
Operatorambienttemperaturerange Theoperatorambienttemperaturerangeisdeterminedbytheselectedpowerlevelandthe

safetycode
Totaltemperaturerange Thetemperaturerangeofthecompletesolenoidvalveisdeterminedbythelimitationsofboth

temperaturerangesabove

ELECTRICAL CHARACTERISTICS
Coil insulation class F
Electrical safety IEC335 
Standard voltages	 DC(=)	 (5):24V-48V;LISC:12..24V
	 CA(~)	 (5):24V-48V-115V-230V/50Hz-othervoltagesand60Hzareavailableonrequest

prefix
option

power ratings operator
ambient

temperature
ranges (TS)

safety code

electrical
enclosure
protection
(EN 60529)

replacement coil
type(1)inrush

~
holding

~
hot/cold

= ~ =
(VA) (VA) (W) (W) (C°) - -

Basic power (BP)
(5) 8,6 1,6 7,4 6/7,6 -25à+80 II2GExdIIB+H2GbT4,II2DEctIIICDb aluminiumIP65 - - 01

Low power (LP)

LISC(3)(4) - - - 0,5 -40to+65 II1GExiaIICT6Ga,II2DExibIIICDb(3) mouldedIP65 - - 02
 -	 Notavailable
(1)	 Refertothedimensionaldrawingsonpage12.

prefix
option

safety parameters
(3)	 Min.operatingcurrent(I(ON)min.):0,036A/U(ON)min.=12,8V(For use in zone 0 

locations, see the installation conditions given in the I&M instructions)
(4) Intrinsically safe pilots: Check the electrical characteristics in the corresponding catalogue

pages(LISC:19500036/LISCpilot).
(5)	 314/LPK:Contactus

UI=(DC) II PI LI CI

(V) (mA) (W) (H) (µF)

Low power (LP)
LISC 30 300 1,6 0 0

ELECTRICAL CONNECTIONS
prefix connection
(5) Conduitsd'entréedecâble1/2"NPT.Boîtierfournisanspresse-étoupe.
LISC SpadeplugconnectorwithcableglandEN175301-803A(ISO4400)forcableswithanouterdiameterfrom6to8 mm

ADDITIONAL OPTIONS
• Mountingonaluminiumsupplyrail,1/4or1/2
• Otherpipethreadsareavailableonrequest

INSTALLATION
•	 Installation/maintenanceinstructionsareincludedwitheachvalve
•	 Thevalvescanbemountedinanypositionwithoutaffectingoperation
•	 Donotconnectthepressuresupplytotheexhaustport3.The"environmentally-protected"constructionisnotadaptedfora

"distributing"function
•	 IEC61508FunctionalSafety(suffixSL).Checktemperaturerangeofvalvebodyandsolenoidforsuitability.Forprobabilityof

failure,contactus
• Itisnecessarytoconnectpipesorfittingstotheexhaustportstoprotecttheinternalpartsofthevalveifusedoutsideorinharsh

environments(dusts,liquidsetc.)
• Threadedpipeconnectionidentifieris:8=NPT(ANSI1.20.3);G=G(ISO228/1)
•	 Valveswithsuffix"SL"areprovidedwithspecificexhaustprotectors
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DIMENSIONS (mm), WEIGHT (kg)

TYPE 01:
314pilot/LPKFoperator
EN/IEC60079-1andEN/IEC60079-31

551: Contact us

TYPE 02:  
LISC
Aluminium
IEC335 / EN60079-11/26andEN/IEC61241-11

551B213 / 551B214

TYPE 03:
Noprefix,IP65	
[suffixes551:GD(II1GDc);SL(SIL);	
GDSL(SIL,II1GDc)
suffixe553:GD(II2GDc);SL(SIL);	
GDSL(SIL,II2GDc)]
Airoperatedversion

551A113 / 551A114 

SERIES 551-553

type prefix option power level
weight (1)

monostable bistable
551 553 551 553

01 (2) basicpower 1,24 - 1,96 -
02 LISC lowpower 0,68 - 0,93 -
03 - - 0,33 2,14 0,41 2,01

(1)	 Incl.connector(s),exceptCFVT.
(2)	 314/LPKF:Contactus

ACCESSORIES

B

ØA

B

ØA

ØA - 1/8 1/4 1/2
B - 10 11 14

exhaust protector
(stainless steel)

1 	 Connectorrotatableby90°increments(cable6-8mm)

2 	 Manualoperatorlocation

3 	 Exdcertifiedcablegland(onrequest)

	 Connectablepilotexhaustport

	 Non-connectablepilotexhaustport

Type 01-02: CNOMO (Series 551)
size 30 (E06.05.80)

Type 03: Air operated
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553A113 / 553A114

2mountingholes
A 	 5.3mmdia.;Spotfacing:9mmdia.,depth5mm
B 	 6.5mmdia.;Spotfacing:11mmdia.,depth6mm
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