
Compressed air maintenance unit, series AS3-Inch 
Distributor block AS3-DIS, 4-way, 3/8 NPT - 1/2 NPT,  ATEX approved 
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Technical Data

Nominal flow Qn See table
Operating pressure 0 ... 232 psi
Δp = 15 psi
Ambient temperature range –10 °C to + 50 °C [14 °F ... 122 °F]  *
Medium Compressed air
Weight See table
Installation position any

Materials Body Polyamide, seals Buna-N(NBR)
Threaded insert Zn-die cast
Cover ABS

ATEX In zone 1 (gas-ex, category 2G)
In zone 21 (dust-ex, category 2D)
In zone 2 (gas-ex, category 3G)
In zone 22 (dust-ex, category 3D)

Suitable for flange assembly of a mechanical vacuum/pressure switch

Part no.

Symbol Threaded ports Nominal
flow Qn
[CFM]

Weight
[lbs.]

Part no.

3/8 NPT 256 (A1–A2) 0.705 R432002003
194 (A1–A3)
79 (A1–A4)
79 (A1–A5)
79 (A1–A6)

1/2 NPT 256 (A1–A2) 0.705 R432002004
194 (A1–A3)
79 (A1–A4)
79 (A1–A5)
79 (A1–A6)

Accessories (to be ordered separately)

Accessory Part no.
Mechanical pressure switch, pabs = -13 ... 0 psi                                                   0821100020

Mechanical pressure switch, p1 = 2 ... 43 psi 0821100021
Mechanical pressure switch, p1 = 15 ... 232 psi                                                          0821100023

Mounting plate AS3-MBR-...-W01 R4 20
Mounting strap AS3-MBR-...-W03 R412007370

Block assembly kit AS3-MBR-...-W04 R412007371
Mounting flange kit (3/8 inch) AS3-MBR-N038...-W05 R432002017
Mounting flange kit (1/2 inch) AS3-MBR-N012...-W05 R432002018

S eal for pressure switch 61400021

A1
A2

A3 A4
A6

A5 B C D I J K O R T U X

3/8 NPT 1/2 NPT 3/8 NPT 1/4 NPT .480 .913 .169 5(10-32) .854 .795 .362 .276 .630 .835 .787
1/2 NPT 1/2 NPT 3/8 NPT 1/4 NPT .480 .913 .169 5(10-32) .854 .795 .362 .276 .630 .835 .787

Dimensions in inches
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