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Series NU2

- 2x banjo union

- Uncollected
-G1/4
- plug-in with tube nut
-J6
- NU2-S-RT1
Working pressure min./max. -0,95 ... 15 bar
Ambient temperature min./max. -10...70°C
Technical data
Part No. Port G Port D Delivery unit
1823391077 G1/8 g3 5 piece
1823391078 G1/8 D4 5 piece
1823391079 G1/8 g6 5 piece
1823391061 G1/4 D4 5 piece
1823391060 G1/4 g6 5 piece
1823391062 G 3/8 D6 5 piece

Technical information

The banjo unions and banjo bolts of the QR2 and NU2 series can be combined.

For further information about assembling and tolerances of adaptable tubing can be found in the “Technical information” document
(available in the MediaCentre).

Technical information

Housing Brass, nickel-plated

PDF creation date: 30.03.2019



www.valves-direct.com | Pneutrol International Limited | sales@pneutrol.com UK Office
A

UK Office European Office
Page 2 | AVE NTICS 5 Caulside Drive Unit 6, Saint Anthony's Business Park é

Antrim Dublin \) G’
BT41 20U D22 V95 EMERSON. AVENTICS
United Kingdom Ireland
+44 (0) 28 9448 1808 +353 (0) 1 4373653

Dimensions

Dimensions

L1

PRCIN
Dimensions

Part No. Port D Port G L L1 SW
1823391077 D3 G1/8 15 42 8
1823391078 D4 G 1/8 15 46 10
1823391079 6 G1/8 15 46 12
1823391061 D4 G1/4 17 52 10
1823391060 6 G1/4 17 52 12
1823391062 6 G 3/8 20 52 12

Connection D = inside diameter of the tubing to be used
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