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Oval suction gripper, Series FSO
- F = 0,42 N
- pluggable

Technical data

Part No. Holding force Volume Max. curving on object Rmin Delivery unit
*)

1820455109 0,42 N 0,004 cm³ 1 mm 5 piece
1820455110 1 N 0,019 cm³ 3 mm 5 piece

*) Theoretical value at 60% vacuum level, without safety factor

Ambient temperature min./max. -10 ... 70 °C
Min./max. temporary ambient temperature
(30 s)

-30 ... 120 °C

Hardness according to standard 55 ± 5 Shore A
Abrasion value according to DIN 535 16 100-120 mm³
Weight 0,001 kg

To be used on long, flat, and slightly curved surfaces.

Technical information

Technical information

Material

Vacuum Acrylonitrile butadiene rubber
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Dimensions

Dimensions

Dimensions

Part No. X Y Ø e Ø d Ha*) H

1820455109 4.2 2.2 1.2 2.2 2.5 3
1820455110 7 3.5 1.5 3.5 3.7 4.5

*) Height for vacuum operation

PDF creation date: 30.03.2019

www.valves-direct.com | Pneutrol International Limited | sales@pneutrol.com UK Office

UK Office 
5 Caulside Drive 
Antrim 
BT41 2DU 
United Kingdom 
+44 (0) 28 9448 1808

European Office 
Unit 6, Saint Anthony's Business Park 
Dublin 
D22 VW95 
Ireland 
+353 (0) 1 4373653



Page 3 | AVENTICS

Diagrams

Max. curving on object Rmin
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