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Multipole plug, series CON-MP
- Socket D-Sub 44-pin straight 180°
- open cable ends 44-pin
- with cable
- unshielded
Ambient temperature min./max. See table
Operationalvoltage 24V DC
Protection class IP65
Wire cross-section 0,22 mm?
Weight See table

Technical data

Part No. Ambient temperature min./max. Electrical connection Max. current  Number of
1 wires
R419500466 -20...80 °C Socket D-Sub 44-pin straight 180° 3A 44
R419500467 -20...80 °C Socket D-Sub 44-pin straight 180° 3A 44
R419500468 -20...80 °C Socket D-Sub 44-pin straight 180° 3A 44
R419500469 -20...80 °C Socket D-Sub 44-pin straight 180° 3A 44
R419500470 -20...80 °C Socket D-Sub 44-pin straight 180° 3A 44
R419500471 -20...80 °C Socket D-Sub 44-pin straight 180° 3A 44
R419500472 -20...80 °C Socket D-Sub 44-pin angled 90° 3A 44
R419500473 -20...80 °C Socket D-Sub 44-pin angled 90° 3A 44
R419500474 -20...80 °C Socket D-Sub 44-pin angled 90° 3A 44
R419500475 -20...80 °C Socket D-Sub 44-pin angled 90° 3A 44
R419500476 -20...80 °C Socket D-Sub 44-pin angled 90° 3A 44
R419500477 -25...80°C Socket D-Sub 44-pin angled 90° 3A 44
Cable sheath Bending radius min. Cable-@ Cable length
R419500466 Polyvinyl chloride - 10,7 mm 3m 0,632 kg - Fig. 1
R419500467 Polyvinyl chloride - 10,7 mm 5m 1,013 kg - Fig. 1
R419500468 Polyvinyl chloride - 10,7 mm 10m 1,934 kg - Fig. 1
R419500469 Polyurethane 97,5 mm 13 mm 3m 0,722 kg 1) Fig. 1
R419500470 Polyurethane 97,5 mm 13 mm 5m 1,146 kg 1) Fig. 1
R419500471 Polyurethane 97,5 mm 13 mm 10m 2,288 kg 1) Fig. 1
R419500472 Polyvinyl chloride - 10,7 mm 3m 0,61 kg - Fig. 2
R419500473 Polyvinyl chloride - 10,7 mm 5m 1,001 kg - Fig. 2
R419500474 Polyvinyl chloride - 10,7 mm 10m 1,913 kg - Fig. 2
R419500475 Polyurethane 97,5 mm 13 mm 3m 0,747 kg 1) Fig. 2
R419500476 Polyurethane 97,5 mm 13 mm 5m 1,178 kg 1) Fig. 2

PDF creation date: 30.03.2019




www.valves-direct.com | Pneutrol International Limited | sales@pneutrol.com UK Office

UK Office European Office \

Page 2 | AVE NTICS 5 Caulside Drive Unit 6, Saint Anthony's Business Park $
Antrim Dublin \) G’
BT41 20U D22 Vs EMERSON. AVENTICS
United Kingdom Ireland
+44 (0) 28 9448 1808 +353 (0) 14373653

Cable sheath Bending radius min. Cable-@ Cable length Weight

R419500477 Polyurethane 97,5 mm 13 mm 10m 2,295 kg 1) Fig. 2

Technical information

The specified protection class is only valid in assembled and tested state.

Technical information

Housing Thermoplastic elastomer

Cable sheath Polyvinyl chloride Polyurethane
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Pin assignments

PIN assignment and cable colors cable identification as per DIN 47100

Socket
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Pin 1 2 K 4 5 6 7 8 9
Color white brown green yellow gray pink blue red black
10 11 12 13 14 15
violet gray/pink red/blue white/green brown/green white/yellow
16 17 18 19 20 21
yellow/brown white/gray gray/brown white/pink pink/brown white/blue
22 23 24 25 26 27
brown/blue white/red brown/red white/black brown/black gray/green
28 AS) 30 31 32 KX
yellow/gray pink/green yellow/pink green/blue yellow/blue green/red
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