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Sensor, series ST6

-6 mm T-slot
- with cable

- open cable ends, 3-pin

- ATEX

- UL certification, ATEX

- electronic PNP

- Direct mounting for series PRA, PRE, CCI, KPZ, SSI, GPC, CVI
- Indirect mounting for series TRB, ITS, CCL-IS, MNI, CSL-RD, ICM, KHZ, TRR

PNP

Certificates

ATEX class G

ATEX class D

Ambient temperature min./max.
Protection class

Switching point precision
Quiescent current (without load)
Min./max. DC operating voltage
Switching logic

LED status display

Vibration resistance

Shock resistance

Technical data
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EMERSON. AVENTICS

ATEX CE declaration of conformity cULus
RoHS

3G ExnAIIC T4 Ge X
II'3D Ex tc IIIC T135°C Dc X
-20...50°C

IP67

0,1 mT

10 mA

10..30Vv DC

NO (make contact)
Yellow

10 -55Hz, 1 mm
30g/11ms

R412022854
R412022856

PRA, PRE, CClI, KPZ, SSI, GPC, CVI
PRA, PRE, CCI, KPZ, SSI, GPC, CVI

Type of contact Cable length
L

electronic PNP 3m

electronic PNP 5m

Voltage drop U at Imax

DC switching current, max.

R412022854
R412022856

<25V
<25V

0,1A
0,1A

Max. switching frequency

R412022854
R412022856

1000 Hz
1000 Hz

Version

R412022854

short circuit resistant Protected against polarity reversal

PDF creation date: 26.03.2019



www.valves-direct.com | Pneutrol International Limited | sales@pneutrol.com UK Office

A\
UK Office European Office
Page 2 | AVENTICS 5 Caulside Drive Unit 6, Saint Anthony's Business Park Q’
Antrim Dublin A G’
BT41 20U D22 V95 EMERSON. AVENTICS
United Kingdom Ireland
+44 (0) 28 9448 1808 +353 (0) 1 4373653

Version

R412022856 short circuit resistant Protected against polarity reversal

Technical information

Housing Polyamide

Cable sheath Polyurethane

Locking screw Stainless steel

Dimensions
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1* = switching point 2* = locking screw 3* = LED window, transparent
L = cable lengthBN = brown, BK = black, BU = blue
X = electronic: 11.6 mm
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