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Bolts, AA4
- Cylinder mounting in accordance with ISO 15552
- Suitable piston Ø 32 40 50 63 80 100 25 32 40 50 63 80 125 160 200 250 320 mm

Standards See table below
Weight See table below

Technical data

Part No. Piston Ø Standardization Surface Weight Fig.

1823120020 32 mm - galvanized 0,03 kg Fig. 1
1823120021 40 mm - galvanized 0,05 kg Fig. 1
1823120022 50 mm - galvanized 0,06 kg Fig. 1
1823120023 63 mm - galvanized 0,12 kg Fig. 1
1823120024 80 mm - galvanized 0,15 kg Fig. 1
1823120025 100 mm - galvanized 0,29 kg Fig. 1
3661302000 25 32 mm - nitrocarburized 0,02 kg Fig. 2
3661303000 40 50 mm - nitrocarburized 0,03 kg Fig. 2
3661304000 63 80 mm - nitrocarburized 0,08 kg Fig. 2
3661306000 100 mm - nitrocarburized 0,16 kg Fig. 2
5236000092 125 mm ISO 15552 galvanized 0,53 kg Fig. 2
5237000092 160 200 mm ISO 15552 galvanized 0,99 kg Fig. 2
5239000092 250 mm ISO 15552 galvanized 2,12 kg Fig. 2
5239010092 320 mm ISO 15552 galvanized 3,01 kg Fig. 2

Scope of delivery: pivot pins incl. circlips

Technical information

Material

Material Steel

galvanized nitrocarburized

PDF creation date: 26.03.2019

www.valves-direct.com | Pneutrol International Limited | sales@pneutrol.com UK Office

UK Office 
5 Caulside Drive 
Antrim 
BT41 2DU 
United Kingdom 
+44 (0) 28 9448 1808

European Office 
Unit 6, Saint Anthony's Business Park 
Dublin 
D22 VW95 
Ireland 
+353 (0) 1 4373653



Page 2 | AVENTICS

Dimensions

1) circlip DIN 471

Dimensions

Part No. Piston Ø Ø d 1) EK e8 EL L 1) L6 1) Fig.

1823120020 32 mm 20 10 45.2 +0,3 3.5 9 Fig. 1
1823120021 40 mm 22 12 52.2 +0,3 4 9 Fig. 1
1823120022 50 mm 22 12 60.2 +0,3 4 9 Fig. 1
1823120023 63 mm 28 16 70.2 +0,3 4.5 11 Fig. 1
1823120024 80 mm 28 16 90.2 +0,3 4.5 11 Fig. 1
1823120025 100 mm 38 20 110.2 +0,3 5 11 Fig. 1
3661302000 25 32 mm 19 25 29.2 - 2.4 Fig. 2
3661303000 40 50 mm 21 12 34.4 - 2.8 Fig. 2
3661304000 63 80 mm 28 16 48.4 - 2.8 Fig. 2
3661306000 100 mm 40 20 58.4 - 3.3 Fig. 2
5236000092 125 mm 34.2 25 132 +0,5 - 3.75 Fig. 2
5237000092 160 200 mm 40.5 30 172 +0,5 - 4.25 Fig. 2
5239000092 250 mm 52.6 40 202 +0,5 - 6.75 Fig. 2
5239010092 320 mm 59.1 45 222 +0,5 - 7.25 Fig. 2

1) Max.
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