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Nut for piston rod, Series MR9

Technical data

Part No. Suitable piston rod thread Material Weight

8103040114 M4 Steel, galvanized 0,001 kg -
1823300033 M6 Steel, galvanized 0,004 kg -
1823300034 M8 Steel, galvanized 0,005 kg -
8103040224 M10 Steel, galvanized 0,011 kg -
1823A00020 M10x1,25 Steel, galvanized 0,01 kg -
8103060064 M12 Steel, galvanized 0,017 kg -
1823A00021 M12x1,25 Steel, galvanized 0,012 kg -
8103190344 M12x1,25 Steel, galvanized 0,012 kg -
1823300030 M16x1,5 Steel, galvanized 0,017 kg -
1823300031 M20x1,5 Steel, galvanized 0,03 kg -
8103040344 M20x1,5 Steel, galvanized 0,06 kg -
8103190394 M24x2 Steel, galvanized 0,06 kg -
1823A00029 M27x2 Steel, galvanized 0,108 kg -
8103190414 M36x2 Steel, galvanized 0,175 kg -
8103190424 M42x2 Steel, galvanized 0,37 kg -
8103190434 M48x2 Steel, galvanized 0,4 kg -
3330310000 M4 Stainless steel 0,001 kg -
8103190644 M6 Stainless steel 0,003 kg -
8103190164 M8 Stainless steel 0,006 kg -
8103190464 M10x1,25 Stainless steel 0,008 kg -
3590304000 M12x1,25 Stainless steel 0,02 kg -
3590305000 M16x1,5 Stainless steel 0,03 kg 1)
3590308000 M20x1,5 Stainless steel 0,05 kg -
2990600303 M10x1,25 Stainless steel, acid-proof 0,01 kg -
2990600304 M12x1,25 Stainless steel, acid-proof 0,02 kg -
2990600305 M16x1,5 Stainless steel, acid-proof 0,03 kg -
2990600308 M20x1,5 Stainless steel, acid-proof 0,05 kg -
2990600312 M27x2 Stainless steel, acid-proof 0,07 kg -
2990600316 M36x2 Stainless steel, acid-proof 0,15 kg -
2990600325 M42x2 Stainless steel, acid-proof 0,3 kg -

Weight See table
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1) 3590305000 can also be used as an MR3, nut for cylinder mounting.Technical information

Material

Steel Stainless steel Stainless steel, acid-proof

galvanized

Dimensions

Dimensions

Part No. KK KV KW

1823300033 M6 10 3.2
1823300034 M8 13 4
8103040224 M10 17 8
8103060064 M12 19 10
1823A00021 M12x1,25 19 7
8103190344 M12x1,25 19 6
1823300030 M16x1,5 24 8
1823300031 M20x1,5 30 10
8103040344 M20x1,5 30 16
8103190394 M24x2 36 12
1823A00029 M27x2 41 13.5
8103190414 M36x2 55 18
8103190424 M42x2 65 21
8103190434 M48x2 75 24
3330310000 M4 7 2.2
8103190644 M6 10 3.2
8103190164 M8 13 4
8103190464 M10x1,25 17 5
3590304000 M12x1,25 18 6
3590305000 M16x1,5 24 8
3590308000 M20x1,5 30 10
2990600303 M10x1,25 17 5
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Part No. KK KV KW

2990600304 M12x1,25 19 6
2990600305 M16x1,5 24 8
2990600308 M20x1,5 30 10
2990600312 M27x2 42 12
2990600316 M36x2 50 16
2990600325 M42x2 60 21
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