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Compressed air tubing, Series TU1-S-
PUR
- Ø 14 mm
- Polyester polyurethane
- suitable for dynamic laying
- Max. working pressure at 20 °C 10 bar

Technical data

Part No. external Wall thickness Color Length Bending radius min. Weight per meter
-Ø Delivery unit At 20 °C

R412004778 14 mm 2 mm Black 25 m 55 mm 0,092 kg
R412004780 16 mm 2,5 mm Black 25 m 65 mm 0,129 kg
R412004781 16 mm 2,5 mm Black 100 m 65 mm 0,129 kg
R412004779 14 mm 2 mm Black 100 m 55 mm 0,092 kg

price / m

Max. working pressure at 20 °C 10 bar
Ambient temperature min./max. -30 ... 80 °C
Weight See table

External calibrated
Suitable for dynamic laying
Halogen-free

Technical information

Technical information

Material

Material Polyester polyurethane
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Diagrams

Pressure-Temperature-Diagram

D = pressure resistanceT = temperature

PDF creation date: 30.03.2019

www.valves-direct.com | Pneutrol International Limited | sales@pneutrol.com UK Office

UK Office 
5 Caulside Drive 
Antrim 
BT41 2DU 
United Kingdom 
+44 (0) 28 9448 1808

European Office 
Unit 6, Saint Anthony's Business Park 
Dublin 
D22 VW95 
Ireland 
+353 (0) 1 4373653


	Compressed air tubing, Series TU1-S-PUR
	Technical data
	Technical information
	Technical information
	Diagrams




