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Pilot valve
- Manual override without detent

Working pressure min./max. 0 ... 10 bar
Ambient temperature min./max. -10 ... 50 °C
Medium Compressed air
Protection class with connection See table below
LED status display Green
Duty cycle 100 %
Weight See table below

Technical data

Part No. Operationalvoltage
DC

Power consumption
DC

Cable length Protection class

0493833308 24 V 2,2 W 0,2 m IP67
0493832506 24 V 2,2 W 0,35 m IP67
0493833103 24 V 2,2 W 0,5 m IP67
0493838601 24 V 2,2 W 5 m IP67
0493833502 24 V 2 W - IP65

Part No. Power consumption Weight Fig.

0493833308 - 0,05 kg Fig. 1 -
0493832506 - 0,056 kg Fig. 1 -
0493833103 - 0,058 kg Fig. 1 -
0493838601 - 0,1 kg Fig. 1 -
0493833502 Low power consumption 0,04 kg Fig. 2 1)

1) For valve plug connectors

The min. control pressure must be adhered to, since otherwise faulty switching and valve failure may result!
The pressure dew point must be at least 15 °C under ambient and medium temperature and may not exceed 3 °C .
The oil content of compressed air must remain constant during the life cycle.
Use only the approved oils from AVENTICS. Further information can be found in the “Technical information” document (available in
the MediaCentre).

Technical information
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Dimensions

Fig. 1
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DimensionsFig. 2

PDF creation date: 22.03.2019

www.valves-direct.com | Pneutrol International Limited | sales@pneutrol.com UK Office

UK Office 
5 Caulside Drive 
Antrim 
BT41 2DU 
United Kingdom 
+44 (0) 28 9448 1808

European Office 
Unit 6, Saint Anthony's Business Park 
Dublin 
D22 VW95 
Ireland 
+353 (0) 1 4373653


	Pilot valve
	Technical data
	Technical information
	Dimensions
	Dimensions




