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valve cover, with or without pilot
valve
- for 581
- size 2
- standard ISO 5599-1

standard ISO 5599-1
Ambient temperature min./max. -10 ... 50 °C
Medium Compressed air
Max. particle size 50 µm
Oil content of compressed air 40 ... 400 mg/m³
Weight See table below

Technical data

Part No. Type Pilot valve width Weight

0493842706 5/2-directional valve, single solenoid 15 mm 0,085 kg 1)
0493842803 2x3/2-, 5/2-, 5/3-directional valve 15 mm 0,08 kg 2)
5812010000 5/2-directional valve, mono-stable 22 mm 1 kg 3)
5812020000 2x3/2-, 5/2-, 5/3-directional valve 22 mm 1 kg 4)
5812050000 5/2-directional valve, mono-stable 22 mm 0,17 kg 5)
5812060000 2x3/2-, 5/2-, 5/3-directional valve 22 mm 0,18 kg 5)
5812080000 all 30 mm 0,241 kg -

1) without pilot valve
2) without pilot valve, For version 12 V DC - 230 V AC, 5 W
3) with pilot valve without coil, For version 12 V DC - 230 V AC, 5 W
4) with pilot valve without coil
5) with pilot valve without coil, For version 24 V DC, 2 W
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